
Material:
• body: polycarbonate
• diffuser: opal polycarbonate
Ambient temperature: -20 ÷ 40°C
Degree of protection: IP42
Rated voltage: 230 V/50 Hz
Control gear: integrated LED driver
emergency version
Service life: 30 000 hours
Mounting: recessed into ceiling
Application: shops, stairways, corridors in shopping centers,
vestibules, hotels and restaurants

Downlight Compact LED
Recessed LED luminaires
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Code Article                Absorption W     Lum. flux (lm)     lm/W    Color temp. K       Ra       EEC      N°LED

71052 DWL LED 10W 3000K          10                 900            90          3 000         >80    A++      30

New

Ø

D

10 126 100 90 0,14
15 150 100 120 0,20
25 200 100 170 0,33
30 230 100 200 0,48

W Ø D
• Dimensions (mm) • Mounting Weight

hole Kg

COMPACT FLUORESCENT FIXTURES

71053 DWL LED 10W 4000K          10                 900            90          4 000         >80    A++      30

71054 DWL LED 15W 3000K          15               1 350           90          3 000         >80    A++      40

71055 DWL LED 15W 4000K          15               1 350           90          4 000         >80    A++      40

71056 DWL LED 25W 3000K          25               2 250           90          3 000         >80    A++      70

71057 DWL LED 25W 4000K          25               2 250           90          4 000         >80    A++      70
71058 DWL LED 30W 3000K          30               2 700           90          3 000         >80    A++      80

71059 DWL LED 30W 4000K          30               2 700           90          4 000         >80    A++      80

10W 2x10W
15W 2x13W
25W 2x18W
30W 2x26W

DOWNLIGHT COMPACT LED REPLACES
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