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PORTAFUSIBILI CODICE 0900170 
 
Caratteristiche generali: 
• Portafusibile volante per fusibili 5x20 mm e 

6,3x32 mm; 
• Conformi alle norme: CEI 32-6/6, IEC EN 

60127-6; 
• Corpo in materiale plastico UL-94 V0; 
• Unione a vite; 
• Contatti: ottone; 
• Corrente nominale: 10A; 
• Tensione nominale: 250V; 
• Lunghezza cavi: 70 mm; 
• Sezione cavi: 16 AWG; 
• Categoria: PC1  Supporti senza 

protezione integrale contro la scossa 
elettrica (adatti solo per applicazioni dove 
sono previsti corrispondenti metodi 
complementari per la protezione contro la 
scossa elettrica); 

• Confezione minima: 100 pezzi; 
 

CODE 0900170 FUSEHOLDERS 
 
General characteristics: 
• In-line fuseholder for 5x20 mm and 

6,3x32 mm fuses; 
• Conform to standards: CEI 32-6/6, IEC 

EN 60127-6; 
• Body in plastic material UL-94 V0; 
• Screw connection; 
• Contacts: brass; 
• Rated current: 10A; 
• Rated voltage: 250V; 
• Cable length: 70 mm; 
• Cable section: 16 AWG; 
• Category: PC1  Fuseholders without 

integral protection against electric 
shock (only suitable for applications 
where corresponding additional means 
are provided to protect against electric 
shock); 

• Minimum packaging: 100 pieces; 


