
Logistic Data

Electrical Parameters
Lamp nominal wattage 
Rated wattage 
Nominal current (mA) 
Energy Consumption kWh/1000h   

62 kWh/1000h

   edoC
Product

   ).scp( yititnauq xoB
   xoB NAE

   gk ni xob fo thgiew ssorG
Weight of  single lamp in kg

   m ni xob fo htgneL
   m ni xob fo htdiW
   m ni xob fo thgieH

   eman ssalc MITE
Beam angle
Brand of LED
Power Factor
Volt

Light Application Parameters
   xulf suonimuL

   pmal fo ycneiciffe suonimuL
   erutarepmet ruoloC

   aR xedni gniredner ruoloC

LLMF at  the end of   nominal life
SDCM

Colour Temperature consistency 
(SDCM  according to Mac Adam's ellipse)

Imax(cd)

Specification
dimmable 
Energylabel from 2013 
Suitable for indoors 
Application 
Base 
Lamp shape 

Switching cycles

INS
TANT

45mm

80
m
m

Peak of  light intensity (max. cd) 

2
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	undefined: 
	4: 8012878215198
	5: 0.48
	6: 0.475
	7: 0.322
	8: 0.264
	9: LED Lowbay
	10: 120°
	11: MLS
	2: HYPER_POWERLED
	3: 1/6
	13: 62 W
	14: 62.0 W
	15: 281 mA
	16: 62
	1: 21519
	17: 5600 lm
	18: 90.00 lm/W
	19: 3000 K
	20: >80
	21: 0.60(25000h)
	22: 1.2
	23: 1590
	24: >12500
	25: NO
	26: A+
	27: YES
	28: general
	29: E40
	30: T145
	51: 4.22
	F: HYPER_POWERLED  
	12: >0.9
	35: 230


