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codice W S v attacco  colore lumen  fascio  imballo
code w wF v base colour  lumen beam packing
21336 12 90(ERP)  220-240 E27 2700°K 1350 270 10/50
21337 12 93(ERP)  220-240 E27 4000°K 1400 270 10/50
21338 12 96(ERP)  220-240 E27 6000°K 1450 270 10/50

GOCCIALED DECO STD

codice W W'\ﬂj A attacco colore lumen  fascio imballo
code w W ¥ \4 base colour lumen beam packing
21128 9 65(ERP)  220-240 E27 2700°K 900 270 10/50
21133 9 66(ERP)  220-240 E27 4000°K 910 270 10/50
21191 9 66(ERP)  220-240 E27 6000°K 920 270 10/50
21129 I 77(ERP)  220-240 E27 2700°K 1100 27¢° 10/50
21134 I 77(ERP)  220-240 E27 4000°K 1110 207 10/50
21192 I 78(ERP)  220-240 E27 6000°K 1120 270 10/50
codice w W(‘”} \4 attacco colore lumen fascio imballo
code W WE \4 base colour  lumen  beam  packing
21539 9 65(ERP) 24 AC/DC E27 3000°K 900 270 10/50
21540 9 66(ERP) 24 AC/DC E27 4000°K 910 270 10/50

GOCCIALED SENSCOR
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codice w
code w
21200 11
21201 I

w
W

77(ERP
78(ERP)

v
Vi

220-240
220-240

attacco

base
E27
E27

colore
colour
2700°K
6000°K

lumen
lumen

1100
1120

fascio  imballo
beam packing
270 10750
20 10/50

* Questa lampada con sensore si accende e si spegne automaticamente in base al livello di illuminamento. All" accensione la lampada si illumina
indipendentemente da cié che rileva il sensore ed effettua un auto-test di circa 2 minuti dopo di che si accenderi o si spegnera in base alle condizioni di luce
rilevate |l sensore & in grado di distinguere la differenza tra luce naturale e luce artificiale ed & quindi indicato per tuttii tipi di apparecchi per esterno.l due
sensorinon vincolano la pesizione del bulbo (specialmente in apparecchi da parete) in quanto la lampada ha due punti di rilevamento.

This sensor lamp switches on and off automatically according to the detected ambient light, For testing purpose, it will work independently from the sensor within the
first 2 minutes of switching on. It could tell the difference between natural and artifical light so it's an ideal light source for all kinds of outdoar lighting fittings. The two
sensors do not force the installation of the bulb only in one position {especially on wall-brackets) as the lamp has got two detecting points
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codice w W v attacco colore lumen  fascio imballo
code w w EH v base colour  lumen beam packing
21068 5 37(ERP) 220-240 El4 2700°K 440 270° 10/100
21069 5 38(ERP) 220-240 El4 4000°K 450 270° 10/100
21315 5 39(ERP) 220-240 El4 6000°K 460 270° 10/100
21070 5 37(ERP) 220-240 E27 2700°K 440 270 10/100
21071 5 3B(ERP) 220-240 E27 4000°K 450 27C7° 10/100
21316 5 39(ERP) 220-240 E27 6000°K 460 270° 10/100




