
ComfortLine
LED Constant
Voltage Drivers
12 V / max. 50 W and max. 70 W
The compact LED constant-voltage drivers are
designed for use in applications with medium capacity
range of up to 50 W or 70 W.

Electronic characteristics
Power factor at full load: > 0.97

Connection details
Mains voltage: 220–240 V ±10%
Mains frequency: 50–60 Hz
DC operation: 176–264 V DC, 0 Hz

(only EDXe 150)

Safety features
Electronic short-circuit protection
Overload and temperature protection: reversible
Protection against "no load" operation
Degree of proteciton: IP20
Protection class I
SELV

Max. Type Ref. No. Mains voltage Output Mains Current Ambient Casing Weight

output 0 Hz voltage current output temperature ta temperature tc
50–60 Hz

W V ±10% V mA A °C °C g

K30 – Dimensions: 187x60x36 mm

50 EDXe 150/12.034 186216 176–264 12.1 ± 0.24 325–218 0.0–4.2 –40 to 45 70 375

220–240 260–240

K30.1 – Dimensions: 200x61x49 mm

70 EDXe 170/12.011 186112 220–240 12.1 ± 0.24 365–335 0.0–5.8 –20 to 45 70 340

K30 with cord grip – Dimensions: 224x60x36 mm

50 EDXe 150/12.034 186217 176–264 12.1 ± 0.24 325–218 0.0–4.2 –40 to 45 70 425

220–240 260–240

K30.1 with cord grip – Dimensions: 245x61x49 mm

70 EDXe 170/12.012 186113 220–240 12.1 ± 0.24 365–335 0.0–5.8 –20 to 45 70 360
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K30 / K30.1 with cord grip

Expected service life time
at operation temperatures at tc point

Ref. No.

all types

tc temperature 70 °C 60 °C

hrs. 50,000 100,000


